
COND:14

CONDUCTORS

Kingsmill offers UV-stabilised PVC Covered Aluminium Tape in a range of 
colours. Colours match the most common structural materials and will reduce 
the visual impact of a Lightning Protection conductor.
PVC covering of aluminium provides an aesthetically pleasing product and it 
also protects the product from corrosion.
Sold in the specified coil lengths only.

CONDUCTOR SIZE 
(X x Y) (mm)

CSA 
(mm2)

COLOUR (to BS 5252*) COIL SIZE
(m)

WEIGHT
(kg/m)

PART NO.

12.5 x 1.5 18.75 BLACK 18B29* 50 0.09 TABL12515
20 x 3 60 BLACK 18B29* 50 0.25 TABL2030
25 x 3 75 BLACK 18B29* 50 0.31 TABL253
25 x 3 75 BROWN 06C39* 50 0.31 TABN253
25 x 3 75 GREEN BS 6746C 50 0.31 TAGN253
25 x 3 75 GREY 00A07* 50 0.31 TAGY253
25 x 3 75 STONE 08B23* 50 0.31 TAST253
25 x 3 75 WHITE 10B15* 50 0.31 TAWH253

PVC Covered Aluminium Tape

Y
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Material: Aluminium, PVC
Standard: BS:EN 755-5
PVC Colour: BS 5252 (green to BS 6746C)

ALUMINIUM TAPE

CONDUCTORS:  ALUMINIUM TAPE


