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AIR TERMINATION NETWORK

Air Terminal Mast Holder with Threaded Insert

A B MAST TIGHTENING SCREWS WEIGHT (kg) PART NO.
100 30 2 x M10 x 30 0.50 KM96000701
130 42 2 x M10 x 30 0.70 KM96000801

The Air Terminal Mast Holders with Threaded Insert are 
designed for use with our insulated and steel/insulated Air 
Terminal Masts.
Use with Pipe Fixing Brackets: 
KM97701105 - page AT:47 (single) and 
KM96701105 - page AT:48 (double).
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Insulated Lightning Conductor Cable Holder - M8 Thread
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M8
DESCRIPTION WEIGHT (kg) PART NO.
Cable Holder with M8 threaded stud 0.14 KM30500101

The Insulated Lightning Conductor Cable Holder is 
supplied with an M8 threaded stud.

COMPONENT ASSEMBLY:
APPLICATION

Air Terminal 
Mast Holder

Pipe/Handrail Bracket 
(single)

Air Terminal 
Mast Holder

Pipe/Handrail Bracket 
(double)

The Kingsmill Air Terminal Mast Holder with Threaded Insert is designed for 
use with clamps/brackets having an M16 threaded stud.

Material:  Galvanised Steel

Material:  Galvanised Steel Insulated Saddle

INSULATED LIGHTNING CONDUCTOR

AIR TERMINATION NETWORK:  INSULATED LIGHTNING CONDUCTOR CABLE


